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Key Specifications

« Voltage: 12V / 24V DC

« WIFI: Smartphone playback / Settings, Firmware auto update
* Viewing Angle: Front & Rear 140°

* Mounting Method: Windscreen

» Screen Size / No Screen: No Screen

* SD Card Size Included: 64GB

* Resolution: Front & Rear both FHD 1920 x 1080p

* Maximum SD Card Size: 256GB (Class 10)

e Power Consumption: 0.3A

Additional Specification

» External Dimensions: 10mm x 60mm x 35mm Front (WxDxH) 60mm x 40mm x 30mm Rear (WxDxH)
* Embedded Mic

* 3 Axis Acceleration Sensor

* Auto Night Vision

* Recording mode: Driving (Normal, Hyper-lapse), Event (Impact), Parking (Timelapse, Motion
Detection)

 Built in GPS Synced with Google Maps

e Operating Temperature: -10° ~ +60°c

* Humidity: 10 ~ 95%

» Dedicated PC Viewer Win 7,8,10(64Bit) Mac (mac OS11.0 or higher)

* Application: Android 6.0; IOS 12.0 or higher

» Voice Guidance: Effect sound / buzz alerted to the condition of the device, Voice guidance supported
* Uninterrupted Power: Low voltage cut-off, (Overheating prevention is embedded)

Approvals & Certifications
CE, FCC, UKCA, E Mark

Box Contents

FX2 Front Camera; Rear Camera; 64GB SD Card; Uninterrupted Fuse Cable; Rear Camera Cable;
Wi-Fi USB Dongle; User Manual; 3M Adhesive fixing pad.
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